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A world of sensations

The Palma* range offers a solution to satisfy the current and future needs of any location. The Palmat*

offers maximum flexibility in product display and capacity due to adjustable tray configurations.

Palmat* also offers 2 temperature zones and the ability to operate two spirals simultaneously to

allow the dispense of larger products.

Incorporating a number of environmental features the Palma* has an energy efficiency rating of A+.

ATTRACTIVE DESIGN:
B Large illuminated product display (LED Lighting on
specific models).

M Product dividers are made from clear material to
enhance product presentation and encourage impulse
purchases.

B Excellent unit dimension/product capacity ratio.

B A+ energy efficiency.

RELIABLE AND ROBUST:

B Guaranteed vend system “i-detect” (included in
Palma™* H and specific models of Palma* Hz) reduces
vandalism and offers assurance to the end user.

M Triple glazed front panel in Palma+ H front panel.
B Anti-pry surround and steel selection buttons.

B Galvanized steel body.

A+

FLEXIBLE AND EASY MAINTENANCE:

M Easily configurable shelves which can be removed for
loading even with the door open 90°.

B Adjustable trays allow for the simple reconfiguration
of product channel widths, enabling the dispense of
different size products, optimising the capacity of the
machine.

M [t is possible to operate 2 motors simultaneously offe-
ring the ability to dispense larger products.

M 1 or 2 temperature product areas.

B Temperature adjustable down to 3°C (exterior 32°C)
allowing the dispense of perishable products.

B Programmable expiry date control on perishable pro-
ducts.

B Specific models of the Palmat H87 and Paima™ Hz87
are prepared for a door clearance of 70 cm.

B Payment module prepared for EXE and MDB.
Compatible with bank note readers and cashless
systems (keys, cards, etc.).

B EVA DTS protocol compatible.

Clear material product dividers
and adjustable shelves.

It is possible to operate 2 motors
simultaneously to dispense larger
products



Serie Palmat

Palma* H87 Palma* H70 Palma* Hz87 Palma* Hz70

Ensures an internal temperature of 3°C with external Ensures an internal temperature of 8°C with external
conditions of 32°C and 65% humidity. conditions of 32°C and 65% humidity.
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Technical features and dimensions

Serie Palmat

Width (mm) 888 723 888 723
Height (mm) 1830 1830 1830 1830
Depth (mm) 875 865 840 840
Weight (kg) 340 270 325 250
Voltage (V) 230 230 230 230
Power (W) 500 500 500 500
Max. number of trays 7 7 7 7
Max. number of spirals per tray 8 6 8 6
Max. number of selections 56 42 56 42
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AZKOYEN Industrial, S.A.

Central - Spain

Avda. San Silvestre, s/n
31350 PERALTA (Navarra)
Tel.: 948 709 709*

Fax: 948 709 708

www.azkoyen.com

L 875 mm ”

AZKOYEN France S.A.R.L

France

7 Allée de Londres
Le Madras Bat C2
91140 VILLEJUST
Tel.: 0169754210
Fax: 01 69 75 42 11

salesservice@azkoyen.com

888 mm

COFFEtek Ltd

U.K.

Unit 1, Portishead Business Park
Old Mill Road, Portishead
Bristol, BS20 7BX

Tel: 01275 844 471

Fax: 0870 224 5317

e 2 temperatures kit

¢ Vandal proof coin mechanism
(Palma® H)

¢ Lockable cash box kit
e Wall, floor anchorage kit

e Communications kit
RS232 / USB / Bluetooth

Palma* Hz70

723 mm

865 mm

AZKOYEN Deutschland GmbH

Deutschland

Am Turm 86

53721 Siegburg
Tel.: 02241-595 70
Fax: 02241-595 790

AZKOYEN Industrial, S.A. se reserva el derecho a introducir en estos modelos, sin previo aviso, las mejoras técnicas derivadas de su constante investigacion
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